400W High Power LED Flood

Replaces: 1000W Metal Halide

Models and Specifications

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Watts</th>
<th>Lumens</th>
</tr>
</thead>
<tbody>
<tr>
<td>MLLG-LED-LS-HM-400-[Color]</td>
<td>400</td>
<td>68000</td>
</tr>
</tbody>
</table>

- Replaces: 1000W Metal Halide
- Lumens Per Watt: 170
- Voltage: 100-277V [D] | 347-480V [HV]
- Frequency: 50/60 hz
- Power Factor: > .95
- THD: < 15%
- Life Hours: 70,000 hours
- Color Temp: 5000K
- CRI: 80+
- Beam Angle: 25° 40° 60° 90° 120°
- Operating Temp: -40C to +55C
- IP Rating: IP66
- Dimmable: No
- Mounting: trunnion, trunnion with pipe clamp for highmast mount
- Dimensions: 24"x13.5"x2.75
- Weight: 31 lbs
- Warranty: 5 years

Features
- Ultra Powerful 170 lumen/watt LED Flood / High Mast
- ETL Listed with a 5 year warranty
- Trunnion Mount or Pipe Mount
- Solid state design
- Remote driver installation available