# 150W LED UFO Bay Fixture

Replaces: 400W Metal Halide

## Models and Specifications

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Watts</th>
<th>Lumens</th>
</tr>
</thead>
<tbody>
<tr>
<td>MLLG-LED-HB2-150-[Color]-[Beam]</td>
<td>150</td>
<td>21,000</td>
</tr>
</tbody>
</table>

- **Replaces**: 400W Metal Halide
- **Lumens Per Watt**: 140
- **Voltage**: 100-277V [D]
- **Frequency**: 50 / 60 hz
- **Power Factor**: .90
- **THD**: 20% Max
- **Life Hours**: 50,000 hours
- **Color Temp**: 4000K | 5000K
- **CRI**: 70+
- **Beam Angle**: 50° 90° 120°
- **Operating Temp**: -30° to +50°C
- **IP Rating**: IP65
- **Dimmable**: 0-10V | Optional
- **Housing**: IP65 rated - Aluminum housing with Epoxy Coating
- **Mounting**: Hook / Eye Mount (Standard), pendant mount (3/4 NPT), surface mount
- **Dimensions**: 13.7” x 8.97”
- **Weight**: 8.5 lbs
- **Warranty**: 5 years

## Features

- **DLC Listed**: Makes our UFO LED Fixtures eligible for utility rebates. This also signifies the product meets strict performance standards and is backed with a 5 year warranty.
- **Up-light Option**: With installation of acrylic dome 7% of the light is redirected upwards providing a warm inviting environment and no dark ceilings.
- **Motion Sensor Ready**: Available with motion sensor for on/off or bi-level dimming
- **Installation Mounting Options**: loop / pole / ceiling / wall mount
- **LED Chips and Drivers**: Original Nichia LED from Japan and Inventronik drivers
- **Versatile Applications**: The round LED fixture design allows for great usage in warehouses retail spaces manufacturing facilities gyms prisons loading docks and any other large open areas!
- **Industry-Leading Warranty**: 5 year warranty.
- **Bright and Crisp Light Output**: High Color Rendering Index (CRI) means high quality crisp clear light.

## Options

<table>
<thead>
<tr>
<th>Ceiling Mount, pole mount (3/4 NPT), adjustable or wall mount options</th>
<th>[D] Dimming 0-10V</th>
<th>Motion sensor</th>
</tr>
</thead>
<tbody>
<tr>
<td>Daylight sensor</td>
<td>50 or 90 degrees optics available</td>
<td>Frosted Lens</td>
</tr>
<tr>
<td>[ARL] Acrylic reflector and lens cover for up light (7.5% up / 92.5% down)</td>
<td>80+ CRI available</td>
<td></td>
</tr>
</tbody>
</table>

Product enhancements may result in specification changes without notice. Contact us for the latest information.

www.MyLEDLightingGuide.com (888) 423-3191