40W LED Linear Explosion Proof Light

Replaces: 175W Metal Halide

Models and Specifications

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Watts</th>
<th>Lumens</th>
</tr>
</thead>
<tbody>
<tr>
<td>MLLG-N-LED-EXPL3-40-[Color]</td>
<td>40</td>
<td>5,965</td>
</tr>
</tbody>
</table>

- Replaces 175W Metal Halide
- Lumens Per Watt: 140
- Voltage: 100-277V [D]
- Frequency: 50-60Hz
- Power Factor: >.95
- THD: < 10%
- Life Hours: 50,000 (L70) hours
- Color Temp: 5000K
- CRI: 70+
- Beam Angle: 110°
- Operating Temp: -40°C to +55°C
- IP Rating: IP66
- Dimmable: No
- Housing: Explosion Proof
- Mounting: Ceiling mount, wall mount, adjustable bracket, pole (NPT 3/4)
- Dimensions: 23.6×5.0×7.6in
- Weight: 12.8 lbs
- Warranty: 7 years

Features
- Class 1 Division 1 Group C D
- Class 1 Division 2 Group A B C D
- Class 2 Division 1 Group E F G
- Class 3
- Wet Locations (UL 1598)
- Outside Type (Salt Water)
- T4A Temperature Rating
- UL1598A