LED Full Cutoff Wallpack
Replaces: 150W | 250W Metal Halide

Models and Specifications

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Watts</th>
<th>Lumens</th>
<th>Replaces</th>
</tr>
</thead>
<tbody>
<tr>
<td>MLLG-AL-LED-WPFC-50</td>
<td>50</td>
<td>5798</td>
<td>150W HID</td>
</tr>
<tr>
<td>MLLG-AL-LED-WPFC-80</td>
<td>80</td>
<td>9128</td>
<td>250W HID</td>
</tr>
</tbody>
</table>

- Lumens Per Watt: 114
- Voltage: 100-277V [D]
- Frequency: 50-60Hz
- Power Factor: > .9
- THD: < 20%
- Life Hours: 70,000 hours
- Color Temperature: 5000K
- CRI: 80+
- Beam Angle
- Operating Temperature: -40°F to +104°F
- IP Rating: IP65
- Dimmable: No
- Housing: Die cast Aluminum with Bronze Powder Coat Finish and Impact-resistant poly-carbonate optical lens
- Dimensions: 14"L X 9.25"W X 8.25"D
- Weight: 6.16 lbs
- Warranty: 5 years

Features
- MyLEDLightingGuide wall pack with high performance design with Nichia SMD
- Replaces up to 250 Watt Metal Halide
- Fixture is full cutoff version (no uplight)
- Impact-resistant polycarbonate optical lens
- No maintenance
- L-70 Life 75,000 hrs